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7 OATEOI' PREP. l I 9 I 80 

FOR COATINGS. RESINS AND RELATED MATERIALS 

I (Approv..:t by U.S. Department of labor "Euentially Similar" to Form OSHA·20) 

Section I 

AdministratiVfJ and Research Center 1700 SOUTH MT. PROSPECT ROAD, DES PLAINES, ILLINOIS 60018 

EUEI-IGENCVTELEPHONE 312- 391-9000 

PRODUCT ClASS Epoxy Resin 

TRADENAUE 

UANUFACTURERII CODE IDENTIFICATION 

513-703 Epoxy Polyamide 
Primer, Yellow Base 

Section II- HAZARDOUS INGREDIENTS 

I
! 
. INOREDIE'NT PERCENT 

TLV 
LEL 

mg/U' 

VAPOR 
PRESSURE 

Butyl Acetate J 
Ethyl Acetate 
Methyl Ethyl Ketone'>./"' 
Talc - Asbestos Free ~ 
Pigment containing Chromates 

Cr .,(ONFIOENTfAL INFORM#\TION 
THW; ll'fQR<\IlATI.QN. I.S CONFIDEIHIAL AND 
'is ipJIJ'f: I'Roi?£flTY< GCF DeSOTO; INC. IT IS 
·r:!f:X~Ofr~D· ONt:Y. FOR THE· PURPOSES 
'fit<{J(If'ED. flY lJAW .. NO OTHER USE OR 
Cj)f-S<Lfl.$.~1<5 IS· ALJ.THORIZED. 

15 
10 
15 
10 
20 

150 
400 
200 

-20 mpp 

Section Ill - PHYSICAL DATA 

710 
1400 

590 
cf-

0.05 

1.7 
2.5 
1.8 
NA 

NA 

8 
71.2 
70 

NA 

NA 

NA =Not Applicable 

BOILING RANGE l76-260°F 
~27°C. 

VAPOR DENSITY [JU HEAVIER. D LIGHTER, THAN AIR 

EVAPORATION RATE L_j FASTER w SLOWER. THAN ETHER PERCENT VOLATILE 6 0 5 
BYVOLUUE • 

WEIGHT PE,RO 
9 GALLON ! • 

Section IV- FIRE AND EXPLOSION HAZARD DATA 

DOT CATEGORY Flammable Liquid 
OSHA-Flammable-Class lB 

FLASH POINT 

lbs. 

LEL See II 

~xnNOUISHINOUEOIA Use National Fire Protection Association Class B extinguishers 
(Carbon dioxide, dry chemical or foam) 

UNUSUAL FIRE AND EXPLOSION HAZARDS Keep COntainers tightly ClOSed • Isolate from heat 1 

electrical equipment, sparks and open flame. Closed containers may explode 
when exposed to extreme heat. Do not apply to hot surfaces. 

SPECIALFIREFIGHTINOF'RocEouREs Water spray may be ineffective. Hater may be used to cool 
closed con~ainers to prevent pressure nulld-up and possible auto 1gn1t1on or 
explosion when ex?osed to extreme heat. If water is used fog, nozzles are 
preferable. 

BOE-CS-0189846 



Section V - HEALTH HAZARD DATA 

"HRESHOLDWAITVALUE See II {Not Established for Product) 
:FFEcTs oF oveRexPosuRe Inhalation: Anesthetic. Irritation of the respiratory tract 
·r acute neryous ~ystem depression characterized by headache, dizziness, 
taggering gait, confusion, unconsciousness or coma. Others as noted in Sec. IX. 

kin or Eye Contact: Primary Irritation. 

:t.~eRO~NCYANo ttRSTAto PROCEDuREs Inhalation: Remove from exposure. Restore breathing. 
eep warm and quiet. Notify a physician. Skin Contact: Wash affected 
reas with water. Remove contaminated clothing. Consult a physician. 
ye Contact: Flush with water for 15 minutes. Consult a physician. 

Section VI- REACTIVITY DATA 

lTASILITY D UNSTABLE [X] STABLE 

~COMPATABILITY (Marenals lo ••·oid) 

iAZARDOUS DECOMPOSITION PRODUCTS 

CONDITIONS TO AVOID 

roducts of combustion are hazardous. 

iAZAROOUS POLYMERIZATION D MAY OCCUR [X] WILL NOT OCCUR 

:ONOITIONS TO AVOID 

Section VII - SPILL OR LEAK PROCEDURES 
HEPS TO BE TAKEN IN CASE MATEniALIS RELEASED OR SPILLED 

reathing vapors. 
parking tools. 

Ventilate area. 
Remove all sources of ignition. Avoid 
Remove with inert absorbent and non-

NASTEDISPOSALMETHOD Dispose in accordance with local, ;state and federal regulations. 
ncinerate in approved facility. Do not incinerate closed containers. 

Section VIII -SPECIAL PROTECTION INFORMATION 
~ESPIRATORY PflOTECTION In outdoor or open areas use NIOSH approved mechanical filter 
espirator. 
n restricted ventilation areas use NIOSH approved chemical-rJechanical filters. 

n confined areas use NIOSH approved air line type respirators or hoods. 

IENTILATION Where employees may be exposed, t_)rovide general dilution or local 
xhaust ventilation in volume and pattern to keep TLV of hazardous ingredients 
n Section I I below recorrunended (ACGIH) or regula ted . (OSHA) .limit. Where 
mployees will not be exposed, keep LEL in Section II below 25% of limit. 
~RorEcTtve GLovEs X Recommended-; Hequired 
oYE PROTEcTION Usesafety eyeware designed to protect against splash of liquids. 
:>THEA PRorecTivE eoutPMENT Prevent prolonged skin contact with contaminated clothing. 

Section IX- SPECIAL PRECAUTIONS 
>RECAUTIONsroseTAKENINHANouNGANosToRING Uo not store above 120°F. Store large quantities 
n buildings designed and protected for storage of flammable liquids. 

JTHER PRECAunoNs Do not take internally. Containers should be grounded when pour
ng. Avoid free fall of liquid in excess of a few inches. Uo not sand, flame 
ut, braze or weld without NIOSH approved respirator or appropriate ventilation. 
lbserve container precautionary label warnings. 
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